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NON STERILE CARBON SURGICAL BLADE SPECIFICATIONS 
 

Blades in this range: 
 

Product Group 01 
Supplied in packs of 5, 20 packets per box 
 

Product Group 30 
Supplied individually wrapped in boxes of 100 

All Components are manufactured in Europe. 
 

All packets and boxes are marked with the current lot number and expiry dates for traceability; boxes 
are bar coded where applicable. 

 

Products are manufacture in accordance with BS EN 27740 (where applicable) 

 
 

VAT Reg No. GB 172 8625 45    Reg No. 696744 ENGLAND  

COMPONENT MATERIAL 

BLADE Carbon Steel 
 
ANALYSIS:   

 

CARBON:              1.2% - 1.3% 
SILICON: 0.10% - 0.35% 
MANGANESE:      0.20% - 0.45% 
CHROMIUM:       0.10% - 0.40% 
SULPHUR:             0.025% max 
PHOSPHORUS:    0.035% max 

PRODUCT GROUP 01 FOIL Printed 30 micron Aluminum with 25 micron CPP laminate 
 
 

PRODUCT GROUP 01 RUST 
INHIBITOR 

Sodium Bensolate impregnated  VPI kraft paper 
 

PRODUCT GROUP 30 TOP 
WEB 

40gsm Paper with 50 Micron Low Density Polythene  

PRODUCT GROUP 30 
BOTTOM WEB 

60gsm Paper with 50 Micron Low Density Polythene 1g PW213a 
with 6g PW Grid Lacquer OR PET 12 Micron & Adhesive Lacquer 50 
Micron Co-Extruded Polypropylene 
  

PRODUCT GROUP 30 RUST 
INHIBITOR 

Sodium Bensolate Impregnated V.P.I. Kraft Paper (white) 

UNIT CONTAINER BOX Coated white lined chipboard with litho machine varnish 

Penn Works 
Owlerton Green 
Sheffield, S6 2BJ 

Telephone: (0114) 234 4231    
Email: info@swann-morton.com 
Web: www.swann-morton.com 
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